## Physical Properties

<table>
<thead>
<tr>
<th>Property</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Color</td>
<td>Clear</td>
</tr>
<tr>
<td>Elongation (Initial)</td>
<td>200% min.</td>
</tr>
<tr>
<td>Flash Point</td>
<td>75°F</td>
</tr>
<tr>
<td>Maximum VOC</td>
<td>350 g/l</td>
</tr>
<tr>
<td>Peel Strength - Aluminum</td>
<td>5 p.i.w. min. (22N)</td>
</tr>
<tr>
<td>Peel Strength - Glass</td>
<td>5 p.i.w. min. (22N)</td>
</tr>
<tr>
<td>Shore A Hardness</td>
<td>55 max.</td>
</tr>
<tr>
<td>Specific Gravity</td>
<td>@ 77°F (25°C)</td>
</tr>
</tbody>
</table>

## Product Sizes

300ML (1 lb)

## Description

**SN324C – GUTTER & SIDING SEALANT CLEAR** – is a high performance, quick drying, flexible thermoplastic sealant and caulk. This flexible and weatherproof sealant bonds to wood, vinyl, aluminum, concrete and brick, painted surfaces and stucco. Life expectancy is 15 years.

## Usage

Ideal for sealing gutters, siding, windows and doors. Adheres to various substrates.

## Coverage

5.5m to 7.5m (15-25 feet) per cartridge

## Application

Clean surface thoroughly. Eliminate all dust and dry completely. Cut nozzle at an angle, and puncture inner seal. Pump into joint; avoid bridging the surface without penetration. Smooth surface and press firmly into place with putty knife or similar tool. May be painted after 4 hours drying.

## Precautions

DO NOT THIN. Do not apply below 4°C (40°F). Store at temperatures of 24-27°C (75-80°F) for several hours prior to use. DO NOT HEAT CONTAINER.
SN324C – GUTTER & SIDING SEALANT CLEAR

Cleanup

Clean tools with mineral spirits. Clean hands with waterless hand cleaner.

Caution

WARNING. FLAMMABLE LIQUID AND VAPOR. CONTAINS PETROLEUM DISTILLATES. Contents may catch fire. Keep away from heat, sparks, open flames and hot surfaces. In case of fire, use alcohol foam, carbon dioxide (CO2) or dry chemical to extinguish. No smoking. Keep containers tightly closed. Use in a well-ventilated area. Keep away from flames, such as pilot light and any other object that sparks, such as an electric motor. Use explosion-proof electrical/ventilating/lighting equipment. Use only non-sparking tools. Take precautionary measures against static discharge. Wash thoroughly after handling. Causes skin irritation. Causes serious eye irritation. May cause respiratory irritation. If on skin: Take off immediately all contaminated clothing and wash before reuse. Wash with plenty of soap and water. If skin irritation occurs: Get medical advice or attention. Wear protective gloves and eye protection. If in eyes, Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing. If eye irritation persists, get medical advice or attention. Avoid breathing of vapors, mists and sprays. Use only outdoors or in a well-ventilated area. If inhaled, remove person to fresh air and keep comfortable for breathing. Call a poison center or doctor if you feel unwell. May cause drowsiness or dizziness.

Storage: Store in a well-ventilated place. Store locked up.

Disposal: Dispose of contents.containers in accordance with local/regional/national/international regulations.

See safety data sheet for further details regarding the safe use of this product.

FOR EXTERIOR USE ONLY.

KEEP OUT OF REACH OF CHILDREN.

WARNING: This product contains detectable amounts of chemicals known to the State of California to cause cancer, and/or birth defects, or other reproductive harm.

STATEMENT OF RESPONSIBILITY

The technical and application information herein is based on the present state of our best scientific and practical knowledge. As the information herein is of a general nature, no assumption can be made as to a product’s suitability for a particular use or application and no warranty as to its accuracy, reliability or completeness either expressed or implied is given other than those required by law. The user is responsible for checking the suitability of products for their intended use. Henry Company data sheets are updated on a regular basis; it is the user’s responsibility to obtain and to confirm the most recent version. Information contained in this data sheet may change without notice.