APPLY HENRY #925 SEALANT
(APPLY INTERMITTENTLY ON SILL
FLANGE TO ALLOW DRAINAGE)
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DO NOT FLASH OVER BOTTOM
NAILING FLANGE

/ WEATHER RESISTIVE BARRIER

FOLD UP WEATHER RESISTIVE BARRIER
AND TEMPORARILY SECURE

EXTERIOR
SHEATHING

SILL PLATE

HENRY WINDOW FLASHING*

HENRY WINDOW FLASHING FIELD
FABRICATED SILL PAN

// & HENRY WINDOW FLASHING*

K WEATHER RESISTIVE BARRIER

TAPE V

(INSTALLED WINDOW PER
MANUFACTURER
INSTRUCTIONS )

HENRY WINDOW FLASHING

HENRY WINDOW FLASHING

NOTE:

THE METHODS DEPICTED IN THIS DETAIL
ARE APPLICABLE TO THE FOLLOWING
HENRY WINDOW FLASHING MEMBRANES:
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e BLUESKIN BUTYL FLASH
e BLUESKIN SA
e BLUESKIN WB
e METALCLAD
HENRY WINDOW FLASHING MEMBRANES SCALE: N.T.S.

FLANGED WINDOW W/ WATER RESISTIVE BARRIER FIT TO PAPER

WINDOW
FLASHING DETAIL |HC-WF100




